S-904D Controller Installation Guide

Installing the S-904D controller software onto a Computer.

The S-904D controller software is suitable for windows7, 8 and 10

Go to the location of the received software.

J bin

J license
K . supportfiles
|| nidist.id
|E setup.exe

£k | setup.ini

Start the installation of the software by double clicking on Setup.exe.

L | 5904D_ControllerV [ )

Welcome to 5-904-D Installation program

It iz strongly recommended that wou exit all programs before running this p
ingtaller. Applications that run in the background, such az virg-zcanning |

utilities, might cause the installer to take longer than average to complete.
i i ¥ I)

e

Press Next.

Michell Instruments



S-904D Controller Installation Guide

[ 1 5904D_ControllerVes i o o S
Destination Directory MICHELL

Select the primary ingtallation directorny, Instruments

All zoftware will be installed in the fallowing locations. To install software into a
different lozation, chck the Browse button and zelect another directar.

Directory for 53040_Controllerysos:
|C:"-.Proglarn Files 86)\Michell Instruments’5-304D Control Program’. | ’ Browse. ..

Directory for Mational Ingtruments products
|C:"-.Progmn1 Files (86) \MNational Instruments®. | [ Browse, ..

Fas ~
<« Back l Nests> LCancel

Choose the directory where the S-904D program will be installed and press Next.

[ 1 5904D_ControllerVioex

License Agreement MICHELL

r'ou gk accept the cenges dizplayed below bo proceed. Instruments

NATIONAL INSTRUMENTS SOFTWARE LICENSE AGREEMENT |:|

CAREFULLY READ THIS SOFTWARE LICENSE AGREEMENT CAGREEMENT™). BY
DOWMNLOADING THE SOFTWARE ANDVOR CLICKING THE APPLICABLE BUTTON TO
COMPLETE THE INSTALLATION PROCESS, YOU AGREE TO BE BOUMD BY THE TERMS OF
THIS AGREEMENT. IF YOU DO MOT WISH TO BECOME A PARTY TO THIS AGREEMENT AND
BE BOUND BY ITS TERMS AND CONDITIONS, DO NOT INSTALL OR USE THE SOFTWARE,
AND RETURM THE SOFTWARE (WITH ALL ACCOMPANYING WRITTEM MATERIALS AND
THEIR CONTAINERS) WITHIN THIRTY (30) DAYS OF RECEIPT. ALL RETURNS TO NI'WILL BE
SUBJECT TO MI'S THEN-CURRENT RETURN POLICY. IF YOU ARE ACCEPTING THESE
TERMS ON BEHALF OF AN ENTITY, YOU AGREE THAT YOU HAVE AUTHORITY TO BIND THE
FMTITY T3 THFSF TFRMS

The zoftware to which thiz Mational [nztruments icense applhes 1z 59040 _Controllery™ 55,

:b @ 1 accept the above 2 Licenze Agreement(s).

7 | do not accept all these License Agreements.

l << Back Mext > LCancel

Accept the license terms and press Next.
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Below view may be different, depending on the software already installed on your PC.

Start Installation # MICHELL

Instruments

Fieview the following surnmary before continuing.

Upgrading
» 59040 _Controllery 155 Files
o MI-YI54 15,01

Runtime Support

Adding or Changing

» MI-Serial 14.0
Funtire Suppart

« HI-YIS4 1501

s MI-488.214.0

Click the Mest button ta begin installation. Click the Back button ta change the installation settings.

Save File... ] [ << Back

Press Next to continue.

The installation of the S-904D software will start now.

™7 5904D_Controlleniont S
') MIICHELL

Instruments

Owerall Progress: 5% Complete

Mext >
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Installation Complete a MICHELL

Instruments

The ingtaller has finished updating your system.

Press Next to continue.

| 5304D_ControllerVis

@ You must restart your computer to complete this operation.

I you need to install hardware now, shut down the computer. i you
choose to restart later, restart your computer before running ary of this
software.

Shut Down

When the installation is complete, you must restart your computer, press Restart.
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Installing the CP210x USB to UART Driver.

The S-904D uses the CP210x to communicate with the PC.

When the S-904D is connected to a computer through a USB cable for the first time
Windows detect the CP210X and will automatically install the proper driver.

In case it doesn’t happen you have to install the driver manually.
Follow the instructions below to install the CP210x USB to UART Bridge Driver

Note: If RS232 is used, no additional drivers are needed.

e Start the S-904D control software, by clicking on S904D Control.exe.

The program starts, showing the next screen:

i Climate Controller 5-904 D - Michell Instrument:

File Settings Tools Help

T[°C]
Setpoint :
RH [%]

°C/hr
Slope :
% / hr

Duration : Time [hr]

Progress : Step

4|

Current Values

Log File Interface _ ) )
. Disabled ® . Reading Setpoint . Time elapsed Time to end

Temp oC 0.0 oC
m 00:00:00 26-11-2015 15:13:50

Connedt
@ rH [ 0.0 %

Step |1
(-

START 5-904 to Progress
default after

completion

Serial comport I/DCOMI j
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[@ Cimate controler 53028~ it =2t |

File Settings Tools
About Ctrl+F1
3 & 5 6 [

T[°C] 25.014] || 25.0l2
Setpoint :
RH [%] 60.0}%

25.0 25.04% 25.04% 25.01% 25.01%

60.0 60.04% 60.0}4% 60.01% 60.01%

20.0 20.0 20.01%

°C/hr
Slope :

% / hr 30.0

30.0 30.01%

Duration @ Time [hr] 0.0 (5 0.0 (& 0.0 {2

Progress : Step

Current Values
Interface
.. . Reading

_ Temp [ o

Connect
—— - -

-
5-904 to
default after
completion

Log File

.‘ Disabled ol

Setpoint Time elapsed

0.0 °C
00:00:00 26-11-2015 15:23:06

RH 0.0 %

®

START

Step 1

Progress

Serial comport L comt

[ ]

Click on Help — USB Interface driver.

The S904D control software detects if you are using a 32 or 64 bit operating system.
A new window opens to tell you what driver to install.

64 bits 05 detected.

Please start
CP210xVCPInstaller_xbd.exe
to install driver

Press OK.

A second window opens.

| 164
| 186

[% CP210WVCPInstaller x64.exe )

¥ CP210xVCPlInstaller_x86.exe

=] dpinstxml

| ReleaseMotes.bxt

| SLAB_License_Agreement_VCP_Windows.bd
=4 slabvep.cat

4 | slabvep.inf

Double click on

CP210xVCPInstaller_x64.exe.

The driver installer starts.

2]

32 bits OS detected.

Please start
CP210xVCPInstaller_x86.exe
to install driver

Press OK.

A second window opens.

| 164
| X86

E CP210xVCPInstaller x64.exe

[ﬁ CPZ10xVCPInstaller_x36.exe J

=] dpinstxml

| ReleaseMotes bt

|| SLAB_License_Agreement_VCP_Windows.bd
=4 slabvcp.cat

4| slabvep.inf

Double click on
CP210xVCPInstaller_x86.exe.

The driver installer starts.
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CP210x USE to UART Bridge Driver Installer

x4 Welcome to the CP210x USB to
Q\ UART Bridge Driver Installer

3

This wizard will help you install the drivers for your CP210kx
IU5SE to UART Bridge device.

To continue, click Meaxt.

Mexd = ]l Cancel

CP210x USE to UART Bridge Driver Installer

License Agreement

- To continue, accept the following license agreement. To read the entire
% agreement, use the scroll bar or press the Page Down key.

LICENSE AGREEMENT -
SILICON LABS WCP DRIVER
IMPORTANT: READ CAREFULLY BEFORE AGREEING TO TERMS

THIS PRODUCT CONTAINS THE SILICON LABS VCP DRIVER AND
INSTALLER PROGRAMS AND OTHER THIRD PARTY

SOFTWARE. TOGETHER THESE FRODUCTS ARE REFERRED TO

AS THE "LICENSED SOFTWARE". USE OF THE LICENSED
SOFTWARE IS5 SUBJECT TO THE TERMS OF THIS LICENSE -

$ @) | accept this agreement Save As | | Frirt
| dont accept this agreement

| < Back H Mext = ]| Cancel

Accept the license terms and press Next to continue.
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CP210x USE to UART Bridge Driver Installer
The drivers are now installing.... qi\»
i ./
Please watt while the drivers install. This may take some time to complete.
_ Cancel _

CP210x USE to UART Bridge Driver Installer

Completing the Installation of the
CP210x USB to UART Bridge Driver

The drivers were successfully installed on this computer,

Driver Name Status

%" Silicon Laboratonies (sia... Device Updated

Finish _ Cancel

Press Finish to complete the installation.
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CP210x USE to UART Bridge Driver Installer

@ You must restart your computer to complete this operation.

if you need to install hardware now, shut down the computer. F you
choose to restart later, restart your computer before running any of this
software.

Press Restart to restart your PC, this will complete the installation.
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